EKAS
PAGAIDU

ENERGOSERTIFIKATS [Vieta attelam]
REGISTRACIJAS NUMURS (]
DERIGS 2
Ekas energosertifikata veids 13 Eso$a eka
Objekta veids 4] Dzivojama &ka
Ekas veids Bl Daudzdzivoklu ekas
Adrese (6] Kidras iela 14, Olaine, Olaines novads, LV-2114
Ekas dala 17l Visa ka
Kadastra apzimgjums el 80090042005001
Ekas raksturojums
Bives gads 9l 0 Parbiives gads [ | 0
Stavu skaits | 5 virszemes | 1 pazemes [] mansards | [] jumta stavs
Kopgja platiba 37914 m? |References platiba [ 3069.6 m?
References tilpums 2] 8503 m® | Vidgjais iekstelpu augstums 2.77 m
EKAS ENERGOSERTIFIKATA PIELIETOJUMA [13]
VEIDS(-1) Energoefektivitates sertifikacija

_ _ 14
ENERGOEFEKTIVITATES NOVERTEJUMA VEIDS . I o
Aprekinatais, faktiskais

[15]

EKAS ENERGOSERTIFICESANAS NOLUKS brivpratigi

EKAS ENERGOEFEKTIVITATES NOVERTEJUMS (KWH/M2 GADA) UN KLASE

Apkurei 58 125

el

EKAS PRIMARAS ENERGIJAS NOVERTEJUMS (KWH/M2 GADA) UN KLASE

Prim:c‘\ré ) 162 ? Primara
neatjaunoja kopé&ja
C 162 energija
EKAS ENERGOEFEKTIVITATES RADITAJI '] VERTEJUMS PAR EKAS ATBILSTIBU NORMATIVO AKTU
KWH/M2 GADA PRASIBAM
APKUREL _ 5775 |" A EKAS ATBILSTIBA GANDRIZ NULLES ENERGUAS|  NE
KARSTA UDENS SAGATAVOSANAI  66.97 A EKAS PRASIBAM
MEHANISKAJAI VENTILACIJAI 0.0 EKAS RADITAJU PARBAUDE, PAMATOJOTIES UZ _
APGAISMOJUMAM - FAKTISKO BUVNIECIBAS REZULTATU NE
DZESESANAI 0.00 Oglekla dioksida emisijas novértéjums, t CO2 gada 101.08
KOPA 124,73 Oglekla dioksida emisijas novertéjums, kg CO2/m2 gada 32.93
EKAS NEATKARIGAIS EKSPERTS (21 Arnis Auermanis
ENERGOSERTIFIKATA| EKSPERTA SERTIFIKATA NUMURS |22 EA2-0084
1ZDEVEJS DATUMS (23] 28.07.2022 PARAKSTS




EKAS TEHNISKIE RADITAJI

Ekas argjas virsmas laukums 4291.26 m?
Ekas formas faktors — aréjas virsmas un references platibas attieciba 1.40
Kompaktuma faktors — argjas virsmas un tilpuma attieciba 0.50

Ar&jo norobeZojoso konstrukciju vidgjais svértais siltuma caurlaidibas koeficients Uy

0.33 W/(m?K)

Argjo norobeZojoso konstrukciju vidgjais svértais normativais (maksimalais) siltuma
caurlaidibas koeficients Uy max

0.35 W/(m*K)

Ekas norobeZojoSo konstrukciju Ipatngjais siltuma zudumu koeficients Hr/A,y

[24]

0.52 W/(m?K)

Ekas norobezojo$o konstrukciju pielaujamais Ipatngjais siltuma zudumu koeficients
HT,max/ Aapr

[25]

0.55 W/(m?K)

Aprékina iekStelpu temperattira apkures novértgjumam 19.51 °C
Aprekina iekstelpu temperatiira dzes€$anas noverte§jumam 27 °C
Pieprasitas gaisapmainas raditajs 26l 0.51 (nh)
Ekas ventilacijas Ipatngjais siltuma zudumu koeficients Hye/Agpr 21 0.46 W/(mzK)
Ventilacijas siltuma zudumu atgiiS§ana apkures perioda (28] 0 %

Ekas gaisa caurlaidibas raditajs qsq
Ekas sagatavo$anas metode testa veikSanai

[29]

2.97 m*(m*h)

NOVERTEJUMA IZMANTOTIE PRIMARAS ENERGIJAS FAKTORI UN CO, KOEFICIENTI

CO, emisijas Primaras energijas faktors
2
Energijas patérina pakalpojums |Energonesgjs un efektivitates koeficients *| faktors, kg | neatjaunojamo | - atjaunojamo .
CO./MWh energoresursu | energoresursu | kop&jais
2 dalai dalai
Siltumenergija no centralizétas
APKUREI siltumapgades sistémas, 1 264 1.3 0 1.3
sarazota no fosilajiem
Siltumenergija no centraliz&tas
KARSTA UDENS SAGATAVOSANAI siltumapgades sistémas, 1 264 1.3 0 1.3
sarazota no fosilajiem
MEHANISKAJAI VENTILACIJAI Elektroenergija no tikla 109 1.9 0.6 2.5
DZESESANAI Elektroenergija no tikla 1 109 1.9 0.6 2.5

Pielikumi un pievienotie dokumenti (dokumenta nosaukums, datums, numurs un lapu skaits): %

Norobezojosas konstrukcijas un termiskie tilti 1.Ipp
Norobezojoso konstrukciju U vertibu aprekins 1.1pp
Ventilacijas dati 2.1pp

Ipatngja energija apkurei (gada metode)

Vasara: pasiva dzeséSana

Pielikums P1 1.Ipp
Pielikums P2 2.lpp
Pielikums P3 2.Ipp
Pielikums P4 3.lpp
Pielikums P5 1.Ipp

Karsta fidens patérina un ventilacijas aprékinu kopsavilkuma tabulas

Pielikums P6 1.lpp

NEATKARIGA EKSPERTA APLIECINAJUMS

Apliecinu, ka ékas energosertifikats sastadits, nepielaujot ricibu, kas manis pasa, pasutitaja vai citas
personas interesés varétu mazinat ieguto rezultatu pareizibu, novértéjuma objektivitati un ticamibu.

[33]

EKAS NEATKARIGAIS EKSPERTS Arnis Auermanis
ENERGOSERTIFIKATA|EKSPERTA SERTIFIKATA NUMURS [ EA2-0084
[ZDEVESS DATUMS € 28.07.2022

PARAKSTS




Apréekinos izmantotie ievatdati

Ekas energoefektivitati ietekméjo$o faktoru vértibas

1 Ekas energosertifikata veids EsoSa éka

2 Objekta veids Dzivojama éka

3 Ekas veids Daudzdzivoklu ékas

4 Ekas adrese Kadras iela 14, Olaine, Olaines novads, LV-2114

5| Ekas iedalijums energoefektivitates klases noteiksanai Dzivojamas &kas ar platibu virs 250 m2

Dzivojamas €kas ar platibu virs 250 m2

6| Ekas iedalijums primaras energijas klases noteiksanai

7 Kadastra apziméjums 80 090 042 005 001

8 Stavu skaits 5 13 Vidéjais telpu augstums, m 2.77

9 Pazemes stavu skaits 1 14 Argjas virsmas laukums, m? 4291.26
10 Kopéja platiba, m? 3791.4 15 Ekas formas faktors 0.72
11 Aprékina platiba, m? 3069.6 16 Kompaktuma faktors 1.98
12 Aprékina tilpums, m® 8502.8 17| Aprékina telpu temperatdra, °C 19.5

|[Ekas tehniskas sistémas

1|Siltumenergijas piegades sistéma Centralizéta siltumapgade
2|Apkures sistéma Viencaurulus radiatotu
3|Karsta Odens sagatavoSana Centralizéta siltumapgade
4|Karsta 0dens sadales sistéma Ar cirkulaciju

|Aprékinos izmantotie normativi

1[{LBN 002-19 "Eku norobeZojo$o konstrukciju siltumtehnika"

2[MK noteikumi Nr.222 "Eku energoefektivitates aprékina metodes un eku energosertifikacijas noteikumi"
3|Energoefektivitates likums

4|LBN 003-19 "Buvklimatologija" Riga

[Ekas novietojuma shéma

e

Zonas nosaukums, Platibas un temperatiras
Apraki Vidaiais | Apraki Temperatiira
_ prekina | Vidgjais | Aprékina - Py
. A
nr.p.k. |Zonas nr. Zonas Ieklautas | ) qba  [augstums| tilpums Aprékina Kubikmetru ldej?,l v

nosaukums telpas ’ gradi m

m’ m m® °C m*x°C °C
1. stavs 469.9 2.6 1221.7 20 24434.8
R 2.stavs 601.0 2.6 1562.6 20 31252.0
1 Zona 1 DZ‘VfJamaS 3.stavs 596.3 26 | 15504 | 20 31007.6
telpas 4 stavs 597.6 26 | 15538 | 20 31075.2
5.stavs 604.3 2.6 1571.2 20 31423.6

Zona kopa | 2869.1 7459.7 149193.2 20.0




1stava

Koplietosanas| 105.3 2.6 273.8 16 4380.5
telpas
Zonal | Paligtelpas |1 stava kapnu| 57 26 | 96.7 16 1547.5
telpas
25 stava 58 116 | 6728 | 16 | 107648
kapnu telpas
Zona kopa | 200.5 1043.3 16692.8 16.0
Kopéja aprékina platiba, tilpums un 3069.6 2.77 8503.0 165886.0 19.5




PHPP, P1

Norobezojosas konstrukcijas un termiskie tilti

Ekas tips atbilstosi LBN 002-19: |

Dzlvojamas majas, pansionati, slimnicas un bérnudarzi

NorobezZojosas konstrukcijas

NorobeZojoso konstrukciju vidgja siltumcaurlaidibas koeficienta vértiba, W/(m?K)
Bivelementa Maksimalais
Dk NorobezZojo$a Norobezojo$a konstrukcija péc LBN Aprékina | siltuma caurlaidibas [ pielaujamais siltuma
L konstrukcija 002-19 laukums, m? koeficients, caurlaidibas
W/(m?K) koeficients
Grida uz neapkurinamu pagrabstavu
1* grida vai grida ar ventiléjamu pagridi 765.3 0.200 0.300
2 skas jumts Jumti un parsegumi, kas saskaras 732.2 0.136 0.200
ar ara gaisu
3 Ekas panelu arsiena Arsienas 972.6 0.197 0.230
4 Kiegelu arsiena Arsienas 1103.3 0.200 0.230
5 ) Pirma stlév? ‘ Jumti un pars<?gum|,l kas saskaras 224 0.148 0.200
parsegums virs ieejas ar ara gaisu
L Jumti un parsegumi, kas saskaras
6 plakanais jumts ar ara gaisu 64.3 0.133 0.200
12 Ardurvis Ardurvis un varti 54.7 1.600 1.800
*Gridas U vértibas aprékina nemta véra gridas sanu virsmas izolacija.
Termiskie tilti
Maksimalais
Nr.p.k. Nosaukums Garums, m Lineara termiska tilta normativais | pielaujamais siltuma
siltuma caurlaidibas koeficients, caurlaidibas
W/K koeficients
1 |Jumta perimetrs 133 0.14 0.20
2 |gridas perimetrs 133 0.10 0.20
3 [LodZijas 151 0.38 0.20
4 |siena pie lodzijas 93 0.10 0.20
Gaismu caurlaidigo bavelementu siltuma caurlaidibas koeficientu vértibas
Bavelementa Maksimalais
- N Debess Apréekina siltumcaurlaidibas | pielaujamais siltuma
Koefi b - |
Nr.p.k. Materials oeficienti puse laukums, m? koeficients, caurlaidibas
WI(m?K)* koeficients
Ut (W/(m?K)) | 1.10 Ziemeli 0.00 0.00
Stiklojums Ug (W/(m*K)) | 0.55 Austrumi 253.30 1.23
1 Ramis g 0.52 | Dienvidi 18.40 1.30 1.10
Yg (W/(mK)) [ 0.05 Rietumi 294.74 1.33
Wi (W/(mK)) | 0.10 | Horizontali 0.00 0.00

Apzimé&jumu skaidrojumi

Uf - loga ramja siltuma caurlaidibas koeficients

Ug - stiklojuma siltuma caurlaidibas koeficients

g - stiklojuma saules energijas caurlaidibas vértiba

Yg - stiklojumu atdalo$as starplikas siltuma caurlaidibas vértiba

* Logu U vértibas apréekina ietverta logu ieblves termiska tilta vértiba.

Saules siltuma ieguvumi no gaismu caurlaidigajiem biivelementiem

Siltuma zudumi
apkures perioda

Saules siltuma
ieguvumi apkures

Nr.p.k. Orientacija kWh/gada kWh/gada
1|Ziemeli 0 0
2|Austrumi 28816 21147
3[Dienvidi 2219 2196
4[Rietumi 36300 15018
5[Horizontali 0 0
Gaismu caurlaidigo elementu siltumenergijas bilance
apkures perioda
M Transmission losses heating period [ Heating gains solar radiation heating period
40000
35000
30000
25000
20000
15000
10000
5000
0 .
kWh/a Ziemeli Austrumi Dienvidi Rietumi Horizontali

EPS_Kudras_14_pec pasakumiem



P3

Secondary calculation: Equivalent thermal conductivity of still air spaces -> (on the right)
Wedge-shaped assembly layer -> (on the right)
Unheated / uncooled attic -> (on the right)

Nr.p.k. Konstrukcijas nosaukums

Interior insulation?

0lud ‘gﬁda

Virsmas pretestiba [m2K/W]

U-value supplement|:|W/(mzK)

Konstrukcijas elements |3-Floor iekséjas Ry:|  0.17
Auksta puse pret|2-Ground argjas Ree:|  0.00
Area section 1 I [W/(mK)]  Area section 2 (optional) 1 [W/(mK)] Area section 3 (optional) 1 [W/(mK)] Biezums [mm]
Putupolistirols (EPS60) 0.041 |- - - - 20
- - - = = = 120
- - - = = = 50
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa
100% ‘ ‘ | 19.0 |om

U-vertiba: W/(mzK)

U-value supplementl:IW/(m’K)

Nr.p.k. Konstrukcijas nosaukums Interior insulation?
02ud |ékas jumts | |
Virsmas pretestiba [m2K/W]
Konstrukcijas elements |1-Roof ieksejas Rs:|  0.10
Auksta puse pret|1-Outdoor air argjas Ree:|  0.04
1. apgabala sadala 1 [W/(mK)] 2. apgabala sadala (neobligati) 1 [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
dzelzbetona plaksne 0.22 0.580 - - 220
fibrolids 0.230 |- - - - 160
PAROC BLT 3
AD=0,041(W/mK) 0.049 |- ) ] ) 300
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa
100% | | | 68.0 |Cm

U-vértiba: W/(mzK)

Nr.p.k. Konstrukcijas nosaukums Interior insulation?
03ud Ekas panelu arsiena | |
Virsmas pretestiba [m?K/W]
Konstrukcijas elements |2-Wall iekséjas Ry:[  0.13
Auksta puse pret|1-Outdoor air argjas Ree:|  0.04
1. apgabala sadala 1 [W/(mK)] 2. apgabala sadala (neobligati) 1 [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
saliekama gazbetona
ama g 0.290 |- N - 280
paneli
PAROC Linio 10 0.038 |- - - - 150
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa

PHPP, U-ValuesP2

EPS_Kudras_14_pec pasakumiem



] 1 [480 e
U-valuesupplemenll:IW/(m2K) U-vértiba:| 0.197 [Wi(m¥)

Nr.p.k. Konstrukcijas nosaukums Interior insulation?
04ud |Kiege!u arsiena |

Konstrukcijas elements|2-Wall

Auksta puse pret|1-Outdoor air

Virsmas pretestiba [m2K/W]

iekgjas R 0.13

argjas Ree:|  0.04

U-value supplememl:IW/(m?K)

1. apgabala sadala I [W/(mK)] 2. apgabala sadala (neobligati) I [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
silikatkiegeli, cementa-
Kavsegell, 0.580 |- Sk - 510
smilSu java
PAROC Linio 10 0.038 |- - - - 150
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa
100% I 66.0 |cm

U-vértiba: WImK)

Nr.p.k. Konstrukcijas nosaukums

Interior insulation?

05ud Pirma stava parsegums virs ieejas

Konstrukcijas elements|3-Floor

Auksta puse pret|1-Outdoor air

Virsmas pretestiba [m2K/W]

ieks&jas Rg;: 0.17

aréjas Re: 0.04

U-value supplementl:IW/(m’K)

1. apgabala sadala 1 [W/(mK)] 2. apgabala sadala (neobligati) 1 [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
dzelzbetona plaksne 0.22 0.580 220
izdedzi 0.170 150
PAROC Linio 15 0.038 200
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa
100% I 57.0 |cm

U-vértiba: W/(mzK)

PHPP, U-ValuesP2

EPS_Kudras_14_pec pasakumiem



Nr.p.k. Konstrukcijas nosaukums Interior insulation?
06ud plakanais jumts |
Heat transmission resistance [m2K/W]
Orientation of building element|1-Roof iekséjas Rs:[  0.10
Adjacent to|1-Outdoor air argjas Ree:|  0.04
1. apgabala sadala 1 [W/(mK)] 2. apgabala sadala (neobligati) I [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
dzelzbetona plaksne 0.22 0.580 220
fibrolids 0.230 160
PAROC ROB 80 0.040 210
PAROC ROS 30 0.038 40
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa
- o
U-value supp|emem|:|W/(m2K) U-vértiba:| 0,133 [wi(mX)

PHPP, U-ValuesP2 EPS_Kudras_14_pec pasakumiem
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dt

uo

siltuma caurlaidibas koeficienta noteikSana gridam uz grunts bez sanu virsmas izolacijas

11.47

6.24

0.18

Gridas parametri

A gridas platiba m2

765.32

P gridasperimetrs m

133.48

W sienas biezums m

0.4

W/(m2K)

horizontala siltumizolacija

landa grunt 2
Rsi 0.17
Rf 2.75
Rse 0

vertikala siltumizolacija

= siltum vad
materials dm koef. L R
Gridas segums 0.015 0.34 0.04
lietie betoni ar Skembam vai
oliem1 600 kg/m3 L 0700 | 0.14
Putupolistirols (EPS100) 0.1 0.039 [ 2.56
lietie betoni ar Skembam vai
oliem 2400 kg/m3 2.000

siltumizolacijas biezums d

| D 0 D zem zemes
0.1 dins] 0.05
| randa| 0.039 landa |  0.039
Rf  2.564 Rf 1.282
R 2514 R 1.257
d 5.03 d 251

sanu faktors
0

sanu faktors
0.0000

|pienem of

0.180 W/(m2K)

500 mm

siltuma caurlaidibas koeficienta noteikSana gridam uz grunts ar sanu virsmas izolacijas

600 mm

Gridas segums

Stiegrots izlidzinosais slinis
Siltumizolicija

Pamati




P4

Viengimenes dzivojama maja / Climate: Riga / TFA: 3070 m? / Heating: 57.8 kWh/(m?a) / Freq. overheating: 7 % / PER: 154.9 kWh/(mZa)

Apstradata gridas platiba ATFA m? 3070 (Areas’ worksheet)
Telpas augstums h m 2.77 2.77
Ventilgjamas telpas tilpums (ATFA*h Vy m? 8503 (Worksheet 'Annual heating’)
Ventilacijas veids
Ladzu izvélieties 3-Only window ventilation
Infiltracijas gaisa mainas atrums
Wind protection coefficients e and f
Several One
Koeficients e véja aizsardzibas klasei side side
exposed exposed
Nav aizsardzibas 0.10 0.03
Mérena aizsardziba 0.07 0.02
Augsta aizsardziba 0.04 0.01
Koeficients f 15 20
For annual demand: ___For heating load:
Vé&ja aizsardzibas koeficients, e 0.07 0.18
S - . Net air volume for
Vé&ja aizsardzibas koeficients, f 20 20 press. test Vinso
Gaisa mainas atrums nospiezot. part nso 1/h 1.50 1.50 8503 m3

For annual demand:

For heating load:

A permeabiity  dsp

297 oo

Parmérigs izplides gaiss 1| 0.00 [ 0.00 |
Infiltracijas gaisa mainas atrums Ny Rest 1/h| 0.105 | 0.263 |
Ventilacijas ieejas izvéle - Rezultati
Videgji Izvelciet gaisu Efektivs siltums Konkréts Siltums
Ventilacijas iekarta / Siltuma atgi$anas efektivitates projektéSana  gaisa plisn Videgji lieko atvese|oSanas jauda atveselosanas
Standarta dizains (Ventilation' worksheet, see below) likme aisa mainas atrurr plides gaisa sisténefektivitates vienibz Energijas atgi$ana ievade efektivitate SHX
Vairakas ventilacijas iekartas, bezres (‘Addl vent' worksheet) m3h 1/h 1/h [ Wh/m? [
[3401] o040 [ 000 | 00w | [ 000 [ 00w |
Cooling degree Efficiency SHX
MN*stix 0%
Vidéjais salona mitrums ziemas darbibas laika
| Jan | Feb | Mar Apr May | Jun | Jul | Aug | Sep | Nov Dec |
[38%]37% | 40% [ at% | 58% [ 719% | - [ 84% | 70% [ | 48% | 41% |

Standarta datu ievade lidzsvarotai ventilacijai

Ventilacijas sistémas izméru noteik§ana ar tikai vienu ventilacijas iekartu

Passive House with PHPP Version 9.3

Projektétais gaisa plismas atrums (maksimalais)

Vidéjas gaisa mainas atruma aprékins

Faktori, uz kuriem attiecas

Operécijas veids Ikdienas darbibas laiki maksimums
h/id
maximum 1.00
Standard 24.0 0.40
Basic ventilation
Minimum
Vidéja vértiba 0.40

PHPP, VentilationP3

ma/h 8503 Recommended: 3992 ma/h

Gaisa plismas atrums
m3/h
8503
3401
0
0

Average air flow rate (m3¥h)
3401

Gaisa mainas atrums
1/h
1.00
0.40
0.00
0.00

Average air change rate (1/h)

EPS_Kudras_14_pec pasakumiem



P5 |

lekstelpu vidéja temperatira: 19.51 °c
Apkurinama platiba ATFA:|_ 3069.6 | m
Perm2
temperatiras zona Area U-Value Month. red. fac. Gt of treated
Ekas konstrukcijas me W/(m2K) kKh/a KWhia floor area
Arsiena - dra gaiss A 2075.9 * 0.199 * 1.00 * 105 = 43282 14.10
Arsiena - zeme B * * 1.00 * =
Jumts/Parsegums - ara vide A 796.5 * 0.136 * 1.00 * 105 = 11378 371
Grida A 797.7 * 0.198 * 1.00 * 105 = 16579 5.40
A * * 1.00 * =
A * * 1.00 * =
X * * 0.75 * =
Stiklotas konstrukcijas A 566.4 * 1.281 * 1.00 * 105 = 76225 24.83
Ardurvis A 54.7 * 1.600 * 1.00 * 105 = 9187 2.99
TT pret ara vidi (garums/m) A 511.2 * 0.193 * 1.00 * 105 = 10376 3.38
Perimetra TT (garums/m) P * * 1.00 * = 0.00
Zemes TT (garums/m) B * * 1.00 * = 0.00
—_ kwh/(m?a)
Parraides siltuma zudumi QT pa| 167028 | [ 544
Atea Telpas augstums
Efektivais m2 m m?
Gaisa tipums Vy, [ 3070 ][ 277 ] =] 8503 |
Ny system M*sHx MHR NvRes NV equi fraction
h 1h 1h
Efektivais gaisa mainas atrums Apkartgja nV,e 0400 |*(1] 0% @[ o000 |)+[ o015 | =[ 0505 ]
Vy M equi,fraction Cair G,
m 1h Whi(m?K) kKhia kwhia kWhi(mza)
Ventilacijas zudumi apkartéja vidée Q, 8503 * 0.505 * 0.33 * 105 = 148803 48.5
Ventilacijas zudumu pamats Q. 8503 * 0.000 * 0.33 * 96 = 0 0.0
Ventilacijas siltuma zudumi QV ra 148803 | [ 485
Samazinasanas koeficients
Qr Qv nakts/nedélas nogale
kwWhia kWhia saving kwhia kWhi(m?a)
Kopéjie siltuma zudumi QL (| 167028 | + | 148803 |) | 10 | =] 315831 | [ 1029
Orientésanas Samazinasanas koeficients g vértiba Laukums Globalais starojums
no apgabala skatiet darblapu "Windows" (perp. radiation)
m? KWhi(m?a) kWhia
Ziemeli 0.00 * 0.00 * 0.0 * 220 = 0
Austrumi 0.52 * 0.71 * 253.3 * 513 = 48116
Dienvidi 0.43 * 1.00 * 18.4 * 572 = 4504
Rietumi 0.48 * 0.68 * 294.7 * 396 = 38660
Horizontali 0.00 * 0.00 * 0.0 * 808 = 0
Summéjiet necaurspidigas zonas 4261
e — kWhi(m?a)
Kopéjie siltuma zudumi QL ral 95540 | [ 311
Garums Siltums. Periods Spec. Jauda ql Area
khid da wim? m? kwhia kWhi(m?a)
lek§éjais siltuma pieaugums QI 0.024 * 334 | [ 41 |+] 30696 | =[ oo768 | 325
KwWh/a KWhi(mza)
Kopéjie siltuma ieguvumit QF Qs + Q = ‘ 195308 ‘ | 63.6
Siltuma zudumu attieciba Qe / Q. = 0.62
Siltuma ieguvumu izmanto3anas faktors hG =
kWh/a KWhi(m?a)
Siltuma pieaugums QG ne * Qe =[ 138549 | [ 451
KwWh/a KWhi(m?a)
Gada apkures pieprasijums Q Q - Q© = | 177281 | [ s8
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Ipatnéja energija apkurei (ikménesa metode)

lekstelpu vidéja temperattira:

Apkurinama platiba ATFA:

19.51 |c

3070 |me

Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Year
Apkures pakapes stundas - Aréjj 16.3 147 138 9.3 55 27 0.6 13 4.8 9.2 123 15.2 106 kKh
Apkures gradu stundas - Zeme 8.0 7.7 8.6 7.8 7.1 5.9 5.2 4.7 4.5 5.2 5.9 7.1 78 kKh
Zaudéjumi - arpuse 48938 44252 41477 27866 16472 8141 1838 4023 14288 27670 36920 45784 317669 |kwh
Zaudéjumi - Zeme 0 0 0 0 0 0 0 0 0 0 0 0 0 kWh
Sum spec. zaud&jumiem 15.9 14.4 13.5 9.1 5.4 2.7 0.6 13 4.7 9.0 12.0 14.9 103.5 kwWh/m2
Saules ieguvumi - ziemeli 0 0 0 0 0 0 0 0 0 0 0 0 0 kwh
Saules ieguvumi - Austrumi 1155 2116 4187 6229 8428 8329 8392 7260 5130 3226 1221 836 56507 kwh
Saules ieguvumi — dienvidi 145 246 435 587 691 641 681 643 504 357 151 104 5185 kWh
Saules ieguvumi - Rietumi 548 1247 3035 5134 7612 8015 7986 6266 3767 1936 731 371 46645 kwh
Saules ieguvumi - Horiz. 0 0 0 0 0 0 0 0 0 0 0 0 0 kwh
Saules ieguvums - necaurspidigs| 82 163 355 562 786 802 809 668 439 252 94 58 5069 kwh
lekséjais siltuma pieaugums 9260 8364 9260 8961 9260 8961 9260 9260 8961 9260 8961 9260 109028 |kWh
Sum spec. iegist saules + iek3&j| 3.6 4.0 5.6 7.0 8.7 8.7 8.8 7.8 6.1 4.9 3.6 35 725 kWh/m2
Izmanto$anas koeficients 100% 100% 99% 93% 60% 30% 7% 17% 71% 98% 100% 100% 63%
|kgadéjais apkures pieprasijums 37751 32124 24293 7868 475 9 0 0 934 12894 25773 35159 177281 (kWh
Spec. apkures pieprasijums 12.3 10.5 7.9 2.6 0.2 0.0 0.0 0.0 0.3 4.2 8.4 115 57.8 kwWh/m2
C1Spec. apkures pieprasijums CSum spec. ieglst saules + iek$&jo Sum spec. zaudéjumiem
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Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec
Gada apkures pieprasijums:
Ménesa metode (Heating’) 177281 kWh/a 57.8 kWh/(m?a) atsauce uz apstradatas gridas platibu saskana ar PHPP
LV0014a-Riga LBN-003-19
Apkures
Ménesis il 2 3 4 5 6 7 8 9 10 11 12[|Gada kopéja perioda
metode
Dienas 31 28 31 30 31 30 31 31 30 31 30 31 365 223
Apkartéja temperatiira -2.20 -2.20 1.20 6.90 12.40 16.00 18.90 17.90 13.10 7.30 2.60 -0.80) 7.6 22
Ziemelu radiacija 3.7 78 18.3 27.6 40.3 46.8 46.2 34.7 21.9 11.8 4.8 2.5] 266 87
Austrumu radiacija 9.0 17.6 37.8 59.4 85.3 87.0 86.2 71.3 47.4 27.6 9.9 6.5 545 225
Dienvidu starojums 20.8 34.2 58.0 74.7 83.7 75.6 81.5 80.3 66.6 49.3 21.0 14.9 660 279
Rietumu radiacija 8.1 16.8 37.8 61.8 88.4 90.3 90.8 73.8 46.5 25.7 9.9 5.6 555 154
Horiza starojums 10.9 24.6 63.2 110.1 160.0 164.1 166.2 133.0 80.7 40.9 135 7.1 974 313
Tdebesis -12.00 -13.30 -11.90 -7.60 -1.40 2.50 7.60 7.80 2.70 -1.70 -5.80 -10.00 -35
Zemes temperatira 8.70 8.01 8.00 8.70 9.91 11.30 12.50 13.20 13.20 12.51 11.30 9.91 10.6 8.9
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PHPP, HeatingP4

Apkures energijas bilance (méne$a metode)
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O Stiklotas konstrukcijas
OArdurvis
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B Ventilacija

O Saules siltuma ieguvumi
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Viengimenes dzivojama maja / Climate: Riga / TFA: 3070 m? / Heating: 57.8 kWh/(m?2a) / Freq. overheating: 7 % / PER: 154.9 kWh/(m?a)

Ekas tips: ‘ Apstradata gridas platiba ATFA: 3069.6 m?
Aug8éja temperatiiras robeza: 27 |°C Ekas apjoms: 8503 m?
Nominalais mitrums: 12 |g/kg lek3€jie mitruma avoti: 4.3 g/(m2h)
Spec. ietilpiba: 72 |Wh/(m?K)
Area U-Value Red. factor fr symmer Hsummer heat conductance
Building assembly Temperature zone m2 W/(m2K)
Arsiena - ara gaiss A 2075.9 * 0.199 * 1.00 = 412.2
Arsiena - zeme B * * 1.00 =
Jumts/Parsegums - ara vide A 796.5 * 0.136 * 1.00 = 108.3
Grida A 797.7 * 0.198 * 1.00 = 157.9
A * * 1.00 =
A * * 1.00 =
X * * 0.75 =
Stiklotas konstrukcijas A 566.4 * 1.281 * 1.00 = 725.9
Ardurvis A 54.7 * 1.600 * 1.00 = 87.5
TT pret ara vidi (garums/m) A 511.2 * 0.193 * 1.00 = 98.8
Perimetra TT (garums/m) P * * 1.00 =
Zemes TT (garums/m) B * * 1.00 =
Argja siltuma caurlaidiba, HT, e 1590.5 [wiK
Zemes siltuma caurlaidiba, HT,g 0.0 WIK
Vasaras venti|5cija from 'SummVent' worksheet
Ventilacijas iekartas vaditspsja Ventilacijas parametrs Vasaras ventilacijas regulé$ana
aréjais HV, e 0.0 WIK Temperattras amplitida vasara 8.7 |K HRV/ERV
bez HR 0.0 W/K Minimala pielaujama iekstelpu temperatira 22.0 |°C Nav X
zemes HV,g 0.0 |WI/K Gaisa siltumietilpiba 0.33 |Wh/(mK) Kontrolé ar temperatiiru
bez HR 0.0 WIK Pieplides gaisa maina 0.00 |1/h Kontrolé entalpija
Ventilacijas vaditspéja, citi Avra gaisa maina 0.61 |[1/h Vienmér
arpuse WIK Logu nakts ventilacijas gaisa mainas atrums, manuals @ 1K 0.30 [1/h Additional ventilation
Gaisa mainas atrums, pateicoties meh. automatiski vadama ver| 0.00 |1/h Kontrolé ar temperatiiru
Tpatnéjais energijas patéring prieks 0.00 |Wh/m3 Kontrol& mitrums
MHR 0%
Nerv 0%
M *sHx 0%
OrientéSanas  Lenkis Eno$ana Eno$ana g vértiba Laukums Stiklojuma dala Apertira
no apgabala faktors faktors nefirumi (perp. starojums)
Summer Summer me me
Ziemeli 0.9 * 1.00 * 0.95 * 0.00 * 0.0 * 0% = 0.0
Austrumi 0.9 * 0.88 * 0.95 * 0.71 * 253.3 * 78% = 104.7
Dienvidi 0.9 * 0.84 * 0.95 * 1.00 * 18.4 * 64% = 8.4
Rietumi 0.9 * 0.87 * 0.95 * 0.68 * 294.7 * 74% = 110.8
Horizontali 0.9 * 1.00 * 0.95 * 0.00 * 0.0 * 0% = 0.0
Summeéjiet necaurspidigas zonas 8.5
il i E— me/m?
Saules apertiira Kopa 2324 0.08
Specif. power g, Arra
Wim? m? W W/m?2
lek$&jais siltuma pieaugums QI [ 41 | = [ sor0 | = [ 12446 | 4.1
Parkar$anas biezums hJ * Jmax At the overheating limit 8pa, = 27 °C
Ja "biezums virs 25°C" parsniedz 10%, ir nepiecieSami papildu pasakumi aizsardzibai pret karstumu vasara.
Ikdienas iekséjas temperatiras gajiens
Transmission Ventilation Solar load Spec. capacity Ateal
KWhid kwhid kwhid 1k Whi(m2K) me
([1668] + [2993] + [ 12129 |)* 1000 [ 72 ] o+ [ soro y=_76 |k
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Karsta udens patérina un ventilacijas apréekinu kopsavilkuma tabulas

Aprékina platiba |

3069.6

[m

2

Karsta adens patérins

Karsta tdens Pienemtais tdens | Udens Tpatnéja | Auksta adens | Karsta Gdens lK_onvertsual? k_oetlcu.ents, Energijas Ipatn‘e_j.a|s
atéring gada blivums siltumietilptba | temperatdra | temperatdra al nemiu vera pareju no patérin$ energuas
p ) kJ uz kWh ’ patéring
m® kg/m® kJ/kg K °C °c 3600 kWh kWh/m?
1648.60 988.1 4.2 10 55 85522 27.86
Siltuma zudumi cirkulacija 120064 39.11
Ptérins kopa karsta Gdens sagatavoSanai 205586 66.97
Papildu energijas patérins
Kopeja Darba T
Energijas patérétjs eIT:ltjzzka stundas Noslodze Energijas patéring Ipatnéjais energijas patérins
kw h kWh KWh/m®
Apkures katla darbibai 0.44 5356 0.4 942.62 0.307
Apkures sistémas suknis, automatika 0.4 5356 0.3 642.69 0.209
K. Gdens sistémas 0.33 8760 0.5 1445.40 0.471
3030.71 0.99
Energijas patérins un CO, daudzums
Tpatnéjais Primara Primara Primara Oglekla
Efektivitates Energijas patnej energija energija dioksida
Energoneséjs koeficients apjoms energias neatjaunoja | atjaunojam energia (COy)
patérin$ - KOPA L
’ ma a emisijas
koef. MWh KWh/m? kWh/m? gad kg CO,/m?
Siltumenergija no
Apkure centralizétas 1.00 177.28 57.75 75.08 0.00 75.08 15.25
siltumapgades
sistémas,
sarazota no
fosilajiem
Karstais Gdens kurinamiem bez 1.00 205.59 66.98 87.07 0.00 87.07 17.68
kogeneracijas [2]
Mehaniska | Elektroenergija no 1.00 0.00 0.00 0.00 0.00 0.00 0.00
ventilacija tikla
Elektroenergija no
Dresésana  |q o 9 1.00 0.00 0.00 0.00 0.00 0.00 0.00
Kopa 382.87 124.73 162.15 0.00 162.15 32.93




